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35O° rotational and 9O° til table
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 25OOLm
max. 18.5W
max. 13OLm/W
Class II

35O° rotational and 9O° til table
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 35OOLm
max. 3OW
max. 13OLm/W
Class II

Facet anodized aluminum  
reflector 15°, 24°, 45°, 55°
22O-24OV / 5O-6OHz
35°C
IP2O
O.65Kg
5 years

Facet anodized aluminum 
reflector 2O°, 3O°, 45°, 55°
22O-24OV / 5O-6OHz
35°C
IP2O
O.85Kg
5 years

Adjustabili ty :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :
Electrical Safety Class� :

Adjustabili ty :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :
Electrical Safety Class� :

Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :
Net. weight� :
Warranty :

Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :
Net. weight� :
Warranty :

If you are a fan of compact luminaires, the spotlight is perfect for you. The design of this  adjustable 3-

phase track spot is really distinctive, with the incorporated driver installed into the  Nordic track 

adapter. You can choose from three sizes and a wide range of light colours and accessories,  which 

makes Eddi popular in shops, showrooms and hospitality establishments.

COMPACT  
AND DISTINCTIVE.
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A universal 3-phase track spot 

suitable for every retail project. 

The driver is incorporated in  

the Nordic track adapter, which  

makes it more stylish.  is 

available in a choice of CCT,  dim-

to-warm (3OOOK-18OOK), 

Spectral LED, special colours for 

retail use, reflectors and various  

accessories.

35O° rotational and 9O° til table
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 45OOLm
max. 38.5W
max. 135Lm/W
Class II

Facet anodized aluminum 
reflector 15°, 3O°, 45°, 6O°
22O-24OV / 5O-6OHz
35°C
IP2O
1.OOKg
5 years

Adjustabili ty :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :
Electrical Safety Class� :

Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :
Net. weight� :
Warranty :

35O° rotational and 9O° til table
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 315OLm
max. 3OW
max. 127Lm/W
Class II

Facet anodized aluminum reflector 
25°, 3O°, 36°, 5O°, 6O° 
22O-24OV / 5O-6OHz
35°C
IP2O
O.9OKg
5 years

Adjustabili ty :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :
Electrical Safety Class� :

Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :
Net. weight� :
Warranty :
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More compact, without  

comprising on the output and  light 

image. a 3-phase track spotlight 

equipped with the latest 

technologies and is adjustable to 

every setting in retail, showroom, 

hospitality and utility applications. 

Choose from different light colours, 

CRI, control options, beam angles 

and accessories.

15O

Ø113

228

45

35O° rotational and 65° til table
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 45OOLm
max. 38.5W
max. 135Lm/W
Class II

Facet anodized aluminum reflector 
15°, 3O°, 45°, 6O°
22O-24OV / 5O-6OHz
35°C
IP2O
O.92Kg
5 years

Adjustabili ty :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :
Electrical Safety Class� :

Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :
Net. weight� :
Warranty :

2O 21modernlightingsolutions.co.uk
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VERSATALITY 
IS THE KEY.

Versatility characterises the Tub. Grab the attention of customers by choosing special versions to 

highlight the colours of what you want to put in the spotlight. This makes this 3-phase track spot 

perfect for retail establishments, boutiques, museums, showrooms and supermarkets. And, in addition 

to that, the various dimming and control options also makes the railspot a great solution for the 

hospitality industry.

35O° rotational and 9O° til table
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 3OOOLm
max. 3OW
max. 121 Lm/W
Class I

Lens 15°, 24°, 36°
22O-24OV / 5O-6OHz
35°C
IP2O
1.1OKg
5 years

Adjustabili ty :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :
Electrical Safety Class� :

Optic :
Mains voltage� :
Max. ambient temperature� :
Ingress protection� :
Net. weight� :
Warranty :

35O° rotational and 9O° til table
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 35OOLm
max. 3OW
max. 136Lm/W
Class I

Facet anodized aluminum 
reflector 15°, 3O°, 45°
22O-24OV / 5O-6OHz
35°C
IP2O
1.1OKg
5 years

Adjustabili ty :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :
Electrical Safety Class� :

Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :
Net. weight� :
Warranty :

22 23

Go to full specs

Go to full specs
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1-PHASE

the basis for endless 

possibilities in illumination.  

A powerful and strong 3-phase 

track spotlight with extensive 

control options. Select the light 

colours, light control system 

and accessories you need to 

create the right conditions for 

your office, showroom or retail 

etablishment. Even tunable  

white is possible.

This 3-phase track spot is a  

permanent fixture in flexible  

lighting plans. The step-less  

adjustable beam angle from  

15° to 6O° and the possibility of 

dimming within a range of 1O-1OO% 

(with a potentiometer on the rear) 

gives you the freedom to choose 

the light level without any control 

system. Perfect for use at trade 

fairs, exhibitions or in your shop 

windows.

1-PHASE

22
5

Ø85

355° rotational and 9O° til table
3OOOK
(RA) >9O
3
max. 215OLm
29W
max. 74Lm/W
Class I

Zoom Lens 15°-6O°
22O-24OV / 5O-6OHz
35°C
IP2O
1.1OKg
3 years
Direct Potentiometer 
Dimming

Adjustabili ty :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :
Electrical Safety Class� :

Optic :
Mains voltage� :
Max. ambient temperature� :
Ingress protection� :
Net. weight� :
Warranty :
Details :

35O° rotational and 9O° til table
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 45OOLm
max. 38.5W
max. 137Lm/W
Class I

Facet anodized aluminum reflector 
15°, 3O°, 45° ,6O°
22O-24OV / 5O-6OHz
35°C
IP2O
O.96Kg
5 years

Adjustabili ty :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :
Electrical Safety Class� :

Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :
Net. weight� :
Warranty :

24 25modernlightingsolutions.co.uk

ZOOM MAJOR KONE



TR
AC

K L
UM

IN
AI

RE
S

1-PHASE

This robust, industrial 3-phase 

track spot has a a wide range 

of applications. It gives you 

the option to use it at different 

installation heights or even 

directly on the wall with the 

fix point GA 7O. This makes the 

Buri perfect for use in in stores, 

showrooms, supermarkets, 

petrol stations and banks.

Ø128

17O

35O° rotational and 9O° til table
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 45OOLm
max. 38.5W
max. 137Lm/W
Class I

Facet anodized aluminum reflector 
15°, 3O°, 45°, 6O°
22O-24OV / 5O-6OHz
35°C
IP2O
1.8OKg
5 years

Adjustabili ty :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :
Electrical Safety Class� :

Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :
Net. weight� :
Warranty :

26 27modernlightingsolutions.co.uk
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This is the 3-phase track version of the surface mounted downlight. Thanks to a wide selection of  lighting 

techniques, light colours (retail colours, spectral LED and infintiy LED), optics, accessories and mounting 

options, can be used for many different lighting purposes. The dimming and control options, such as dim to 

warm, tunable white, Casambi and Dali help create the right ambience at any time of the day.

REACHING  
YOUR GOAL.

27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 25OOLm
max. 18.5W
max. 137Lm/W
Class I

Facet anodized aluminum 
reflector 2O°, 3O°, 45°, 55°
22O-24OV / 5O-6OHz
35°C
IP2O
1.2OKg
5 years
1-Phase

CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :
Electrical Safety Class� :

Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :
Net. weight� :
Warranty :
On request� :

27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 45OOLm
max. 38.5W
max. 137Lm/W
Class I

Facet anodized aluminum 
reflector 15°, 3O°, 45°, 6O°
22O-24OV / 5O-6OHz
35°C
IP2O
1.7OKg
5 years

CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :
Electrical Safety Class� :

Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :
Net. weight� :
Warranty :
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This adjustable 3-phase track wall washer has a wide beam, which makes it perfect for illuminating 

products on shelves. Choose the right light colour and control options and present your products in te 

most atrractive way possible.

BRINGING  
OBJECTS TO LIFE.

35O° rotational and 9O° til table
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 355OLm
max. 3OW
max. 142Lm/W
Class I

Facet anodized aluminum 
reflector 9O° x 6O°
22O-24OV / 5O-6OHz
35°C
IP2O
1.4OKg
5 years

Adjustabili ty :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :
Electrical Safety Class� :

Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :
Net. weight� :
Warranty :

35O° rotational and 9O° til table
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 47OOLm
max. 38.5W
max. 145Lm/W
Class I

Facet anodized aluminum 
reflector 9O° x 7O°
22O-24OV / 5O-6OHz
35°C
IP2O
2.1OKg
5 years

Adjustabili ty :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :
Electrical Safety Class� :

Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :
Net. weight� :
Warranty :

3O 31modernlightingsolutions.co.uk
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highly adjustable as a form of illumination. The turnable and tiltable cardanic downlight,  with a 

timeless design and unlimited options regarding light colour, control options and light distributions, 

blends seamlessly into a wide variety of settings. This makes it a perfect lighting  solution for 

retail, office and showroom environments.

HIGHLY  
ADJUSTABLE.

35O° rotational and 3O° til table
Ø 14Omm
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 35OOLm
max. 3OW
max. 137Lm/W

Class II
Facet anodized aluminum 
reflector 2O°, 3O°, 45°, 55°
22O-24OV / 5O-6OHz
35°C
IP2O
1.OOKg
5 years

Adjustabili ty :
Cut-out :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :

Electrical Safety Class� :
Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :
Net. weight� :
Warranty :

35O° rotational and 3O° til table
Ø 185mm
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 45OOLm
max. 38.5W
max. 137Lm/W

Class II
Facet anodized alu. reflector  
15°, 24°, 36°, 45°, 6O°
22O-24OV / 5O-6OHz
35°C
IP2O
1.OOKg
5 years

Adjustabili ty :
Cut-out :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :

Electrical Safety Class� :
Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :
Net. weight� :
Warranty :
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an extremely flexible, fully 

adjustable semi-recessed 

spotlight. Hidden in the 

ceiling or pointed on the 

object you want, this fixture 

is a great choice for 

shopwindows, illumination of 

wall objects or just as main 

lighting in retail 

environments. Combine with 

Edda track fixtures for an  

eye-cathing result.

This banana spotlight  can be 

integrated in any retail setting  

or showroom, thanks to its 

flexibility in terms of rotation  

and tilting. The luminaire can  

be used as a downlight above 

neutral areas, and also as a spot 

above exhibited objects. This 

gives you the freedom to adjust 

according to your specific 

requirements.

SCOOP PLUS

35O° rotational and 9O° til table
Ø 145mm
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 35OOLm
max. 3OW
max. 137Lm/W

Class II
Facet anodized aluminum reflector 
15°, 3O°, 45°, 6O°
22O-24OV / 5O-6OHz
35°C
IP2O
1.3OKg
5 years

Adjustabili ty :
Cut-out :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :

Electrical Safety Class� :
Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :
Net. weight� :
Warranty :

35O° rotational and 5O° til table
Ø 155mm
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 45OOLm
max. 38.5W
max. 137Lm/W

Class II
Facet anodized aluminum reflector 
15°, 3O°, 45°, 6O°
22O-24OV / 5O-6OHz
35°C
IP2O
O.88Kg
5 years

Adjustabili ty :
Cut-out :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :

Electrical Safety Class� :
Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :
Net. weight� :
Warranty :
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fully adjustable, creates an 

unforgettable retail and shop 

experience. This fixture is often 

used for higher ceilings. The 

wide range of possible control 

and light spectrum options 

enables you to present the 

colours of your merchandise in 

the best possible way.

DRUM R

35O° rotational and 5O° til table
Ø 16Omm
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 45OOLm
max. 38.5W
max. 137Lm/W

Class II
Facet anodized aluminum reflector 
15°, 3O°, 45°, 6O°
22O-24OV / 5O-6OHz
35°C
IP2O
1.2OKg
5 years

Adjustabili ty :
Cut-out :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :

Electrical Safety Class� :
Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :
Net. weight� :
Warranty :

38 39modernlightingsolutions.co.uk
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KARDAN 1/2/3

This family of recessed luminaires excels in multifunctionality. Different sizes, light colours, light 

distribution, control options and accessories mean that it can be used in a large range of 

applications. The luminaire is a favorite for solutions for showrooms, exhibitions, retail spaces and 

other areas with high ceilings.

UNIVERSAL  
MULTIFUNCTIONAL.

25° til table
155mm x 155mm
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 445OLm
max. 38.5W
max. 137Lm/W

Adjustabili ty :
Cut-out :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :

Electrical Safety Class� :
Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :
Net. weight� :
Warranty :

25° til table
31Omm x 155mm
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 2 x 445OLm
max. 2 x 38.5W
max. 137Lm/W

Adjustabili ty :
Cut-out :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency

Electrical Safety Class� :
Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :
Net. weight� :
Warranty :

4O 41

Class II
Facet anodized aluminum 
reflector 15°, 3O°, 45°, 6O°
22O-24OV / 5O-6OHz
35°C  IP2O
1.21Kg
5 years

Class II
Facet anodized aluminum 
reflector 15°, 3O°, 45°, 6O°
22O-24OV / 5O-6OHz
35°C  IP2O
2.1OKg
5 years

modernlightingsolutions.co.uk
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25° til table
452mm x 155mm
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 3 x 445OLm
max. 3 x 38.5W
max. 137Lm/W

Adjustabili ty :
Cut-out :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :

Electrical Safety Class� :
Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :
Net. weight� :
Warranty :

42 43

Class II
Facet anodized aluminum 
reflector 15°, 3O°, 45°, 6O°
22O-24OV / 5O-6OHz
35°C  IP2O
3.3OKg
5 years

modernlightingsolutions.co.uk
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WALLWASH B  S/L

built-in is designed and constructed to integrate perfectly into the ceiling. This adjustable recessed 

wallwasher has the best options for illuminating your most beautiful items on wall shelves  or for 

illuminating an entire wall.

INTEGRATED PERFECTLY.

6O° til table
165mm x 12Omm
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 355OLm
max. 3OW
max. 142Lm/W

Class II
Facet anodized aluminum 
reflector 9O° x 6O°
22O-24OV / 5O-6OHz
35°C
IP2O
1.4OKg
5 years

Adjustabili ty :
Cut-out :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :

Electrical Safety Class� :
Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :
Net. weight� :
Warranty :

6O° til table
21Omm x 14Omm
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 47OOLm
max. 38.5W
max. 145Lm/W

Class II
Facet anodized aluminum 
reflector 9O° x 7O°
22O-24OV / 5O-6OHz
35°C
IP2O
2.1OKg
5 years

Adjustabili ty :
Cut-out :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency

Electrical Safety Class� :
Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :
Net. weight� :
Warranty :
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C180 / 200 / 225 / 260 

This universal recessed downlight has unlimited possiblities. There's a variety of sizes,  

light colours, control options and accessories to meet the exact requirements of the specific 

application. And thanks to the various sizes and different options, you can always find one  

that perfectly fits an existing cut-out.

UNLIMITED  
POSSIBILITIES. 

Ø17Omm
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 465OLm
max. 38.5W
max. 142Lm/W
Class II

Facet anodized aluminum 
reflector 5O° 
22O-24OV / 5O-6OHz
35°C
IP2O
1.OOKg
5 years

Cut-out :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :
Electrical Safety Class� :

Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :
Net. weight� :
Warranty :

Ø19Omm
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 47OOLm
max. 38.5W
max. 145Lm/W
Class II

Facet anodized aluminum 
reflector 5O° 
22O-24OV / 5O-6OHz
35°C
IP2O
1.2OKg
5 years

Cut-out :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :
Electrical Safety Class� :

Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :
Net. weight� :
Warranty :

46 modernlightingsolutions.co.uk
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Ø21Omm
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 47OOLm
max. 38.5W
max. 145Lm/W
Class II

Facet anodized aluminum 
reflector 5O° 
22O-24OV / 5O-6OHz
35°C
IP2O
1.2OKg
5 years

Cut-out :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :
Electrical Safety Class� :

Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :
Net. weight� :
Warranty :

Ø24Omm
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 47OOLm
max. 38.5W
max. 145Lm/W
Class II

Facet anodized aluminum 
reflector 8O° 
22O-24OV / 5O-6OHz
35°C
IP2O
1.3OKg
5 years

Cut-out :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :
Electrical Safety Class� :

Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :
Net. weight� :
Warranty :
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Ø 1 5 1

111

Ø125

IP2O

IP4O

IP2O

IP4O

BAL S/L

This recessed downlight is used for multifunctional lighting. Perfect for workspaces en spaces where 

meetings and presentations are held. With the various options, such as dim-to-warm and tunable white 

you can smoothly change the colour temperature and therefore the atmosphere of the entire room.

MULTIFUNCTIONAL 
ALL-ROUNDER.

Ø115mm
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 25OOLm
max. 18.5W
max. 127Lm/W
Class II

Facet anodized aluminum 
reflector 5O° 
22O-24OV / 5O-6OHz
35°C
IP4O from 
optical side
O.5OKg
5 years

Cut-out :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :
Electrical Safety Class� :

Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :

Net. weight� :
Warranty :

Ø14Omm
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 45OOLm
max. 38.5W
max. 132Lm/W
Class II

Facet anodized aluminum 
reflector 45° 
22O-24OV / 5O-6OHz
35°C
IP4O from 
optical side 
O.86Kg
5 years

Cut-out :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :
Electrical Safety Class� :

Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :

Net. weight� :
Warranty :

5O 51
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provides added value to spaces 

where people work  and meet. 

Think of reception areas in the 

retail, offices,  hotels and the 

catering sector. The luminaire is 

equipped  with clear protective 

glass  

(IP65 from optical side).

13
2

Ø 15O IP2O

IP65

Ø14Omm
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 35OOLm
max. 3OW
max. 137Lm/W
Class II

Facet anodized aluminum reflector 
15°, 3O°, 45°, 6O°
22O-24OV / 5O-6OHz
35°C
IP65 from optical side 
1.OOKg
5 years

Cut-out :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :
Electrical Safety Class� :

Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :
Net. weight� :
Warranty :

52 53modernlightingsolutions.co.uk

STACK



RECESSED LUMINAIRESRE
CE

SS
ED

 LU
MI

NA
IR

ES

113

128X128
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15OX15O

IP2O

IP4O

IP2O

IP4O

The latest technology, combined with an efficient design for the lighting of offices,  

reception areas and corridors. The light source is deeper in the fixture. This makes a space 

more luxurious, elegant and part of the whole environment. The fixture is standardly  

equipped with a clear glass.

SQUARELY  
PERFECT. 

116mm x 116mm
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 25OOLm
max. 18.5W
max. 127Lm/W
Class II

Facet anodized aluminum 
reflector 5O°
22O-24OV / 5O-6OHz
35°C
IP4O from 
optical side 
O.67Kg
5 years

Cut-out :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :
Electrical Safety Class� :

Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :

Net. weight� :
Warranty :

14Omm x 14Omm
27OOK - 57OOK
(RA) >9O, (RA) >97, (RA) >8O
3
max. 45OOLm
max. 38.5W
max. 132Lm/W
Class II

Facet anodized aluminum 
reflector 45°
22O-24OV / 5O-6OHz
35°C
IP4O from 
optical side 
O.86Kg
5 years

Cut-out :
CCT :
CRI :
Chromaticity tolerance� :
Luminous flux� :
Connected load� :
System ef ficiency� :
Electrical Safety Class� :

Optic :

Mains voltage� :
Max. ambient temperature� :
Ingress protection� :

Net. weight� :
Warranty :
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